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UNITED STATES ENVIRONMENTALPROTECTIONAGENCY

WASHINGTON, D.C. 20460

OFFICE OF

ENFORCEMENT AND

COMPLIANCE ASSURANCE

January 9, 2007

DieselFuel Retailers and Distributors:

The United StatesEnvironmentalProtectionAgencyhas promulgatedregulationsthat
require ultra-low sulfur diesel fuel (ULSD)to be sold or dispensedat the vast majority of retail
outlets and fleet fueling (wholesalepurchaser-consumer)facilitiesthat supply motor vehicle diesel
fuel. Refiners are producing about 90 percent of their highway diesel fuel as ULSD, but data from
a nationwide survey shows that more than half of retail stationsselling diesel fuel currentlyhave
pumps without any sulfur label or the pumps are labeledas dispensing low sulfur diesel. This data
also shows that 76 percent of the pumps not labeledULSDwere dispensingfuel that met the
15parts per million (ppm) standardfor ULSD,with an average sulfur content of 6.7 ppm. As a
result, a significantportion of the ULSDbeing deliveredto retail stations is unavailablefor fueling
ULSD vehicles only because of product classificationor pump labelingproblems.

The ULSD regulations require all retailersand wholesalepurchaser-consumersto label
diesel fuelpumps with specific languagenotifyingpersons dispensingdiesel fuel into vehiclesof
the sulfur standard of the fuel, and the vehicles forwhich it is appropriate. With certain exceptions,
retailers and wholesalepurchaser-consumersalso are requiredto sell or dispense diesel fuel they
receive as ULSD from a pump labeledas dispensingULSD, and ULSD a distributorreceives from
a terminal must be classifiedas ULSDwhen it is transferredto a retailer or wholesalepurchaser-
consumer.

Retailers,wholesalepurchaser-consumersand distributorsthat fail to comply with the diesel
pump labeling and ULSD sales and transfer requirementsare subjectto penalties under the Clean
Air Act. The two enclosed Fact Sheetsdescribethese requirements,and explainthe potential
consequencesof failing to complywith these importantregulations.

Sincerely, y
A.~ .{. 1vIL -A~~ M.Kushner,Director

Air EnforcementDivision

Internet Address (URL). http://www.epa.gov

Recycled/Recyclable. Printed with Vegetable 011Based Inks on Recycled Paper (Minimum50% Postconsumer content)
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UNITEDSTATES ENVIRONMENTALPROTECTIONAGENCY

WASHINGTON,D.C. 20460

OFFICE OF
ENFORCEMENTAND

COMPLIANCEASSURANCE

Diesel Pump Labeling Requirements

-Fact Sheet-

The u.s. Environmental Protection Agency has promulgated new
regulations that require all retailers and operators offleetfuelingfacilities
(wholesale purchaser-consumers) to label dieselfuel pumps with specific
language notifying persons dispensing dieselfilel into vehicles of the su{fur
standard of thefuel, and the vehiclesfor which it is appropriate. With
certain exceptions, retailers and wholesalepurchaser-consumers also are
required to sell or dispense dieselfile! they receive as ultra-low su{fur
diesel fuel (ULSD)FOIn a pump labeled as dispensing ULSD, and ULSD a
distributor receives from a terminal must be classified as ULSD when it is
transferred to a retailer or wholesalepurchaser-consumer.

Retailers, wholesale purchaser-consumers and distributors thatfail to
comply with thesepump labeling and ULSD sales and transfer
requirements are subject to penalties under the Clean Air Act.

This Fact Sheet describes the dieselpump labeling and ULSD use
requirements and explains thepotential consequences offailing to comply
with these important regulations.

The Ultra-Low Sulfur Diesel Regulations

The ULSD program is the U.S. Environmental Protection Agency's (EPA) most ambitious
strategy to date to reduce emissions from diesel vehicles. This program pairs engine technology
and fuel changes to significantly reduce diesel vehic1epollution. Under this program, new diesel
engines will be equipped with sulfur-sensitive emissions control technologies that will require
diesel fuel with significantly reduced sulfur levels to function properly. Where inappropriate
fuels are used in diesel engines, the emissions of harmful gases can increase significantly and the
emission control equipment can be permanently damaged.

(Revision 1- December 14, 2006)

Internet Address (URL). http://www.epa.gov
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To prevent the misfueling of vehicles equipped with sulfur-sensitive emissions control
equipment, the ULSD Regulations require that all diesel fuel pumps must be labeled using the
pump labeling language set forth at 40 C.F.R. § 80.570. These pump labeling requirements,
which became effective June 1, 2006, are designed to inform the user of the category of diesel
fuel they are dispensing into their vehicle.

Retailer and Wholesale Purchaser-Consumer Responsibilities

Beginning June 1, 2006, all retailers and wholesale purchaser-consumers are required to affix a
label to each diesel pump stand to identify the type of diesel fuel being dispensed. There are
three type of diesel fuel that may be sold or dispensed by retailers and wholesale purchaser-
consumers: 1) ultra low sulfur diesel fuel, which is required to meet the 15 parts per million
(ppm) sulfur standard (ULSD fuel); 2) low sulfur diesel fuel, which is subject to the 500 ppm
sulfur standard (LSD fuel); and 3) Non-Highway Diesel Fuel, which may exceed 500 ppm sulfur,
but may not be used in motot vehicles.

The diesel pump labels must be affixed in a conspicuous manner and be printed in a color that
contrasts with the background. The titles of all labels must be in 24-point type, the sulfur level
cap designation may be in 20-point type, and all other required language may be in 14-point
type.I

Examples of the diesel pump labels are included at the end of this Fact Sheet. (Note that these
examples are for illustration only, and do not meet these print size requirements.) In addition,
copies of labels that comply with the diesel pump labeling requirements, and additional
information on the ULSD program and requirements can be found at www.clean-diesel.org and
www.epa.gov/cleandiesellcomphelp.htm

20% Downgrade Limit for Retailers, Wholesale Purchaser-Consumers and Distributors

The ULSD Regulations limit the volume ofULSD fuel that a retailer or wholesale purchaser-
consumer may sell or dispense from a LSD fuel pump, and the amount ofULSD a distributor
may distribute as LSD. A "downgrade" occurs when a retailer or wholesale purchaser-consumer
receives diesel fuel represented by the distributor as being ULSD, but dispenses this fuel from a
pump that is labeled for LSD fuel. A distributor "downgrades" when ULSD obtained from a
terminal is classified as LSD when delivered to a retail outlet. In general, the ULSD Regulations
limit the amount of ULSD fuel that can be downgraded to 20% during any compliance period.
Downgrading of ULSD to LSD is allowed so that retailers, wholesale purchaser-consumers and
distributors can continue to sell, dispense or distribute diesel fuel if the supply ofULSD becomes

IOn June 1,2010, the pump labeling requirements change for highway diesel fuel (see,40
C.F.R. §§ 80.572 - 80.574).
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contaminated. However, the regulations limit the amount of ULSD that can be downgraded to
assure there is sufficient ULSD fuel available in the marketplace?

The first downgrading compliance period began on October 15,2006, and ends on May 31,2007.
The first 20% of this compliance period ended on December 1, 2006. Thus, a retailer or
distributor that has been downgrading ULSD since October 15this at risk of violating the 20%
dov'll1gradinglimit depending on day-to-day sales volume. A retailer in this situation should
immediately begin dispensing an ULSD received from a fuel pump labeled as dispensing ULSD,
unless the diesel fuel does not meet ULSD standards. Similarly, a distributor in this situation
should immediately ensure that allULSD received from a tem1inal is classified as ULSD on the
product transfer documents provided by the distributor to the retailer, unless the diesel fuel does
not meet ULSD standards.

Preliminary Information Regarding Non-Compliance with Pump Labeling Requirements

EPA has determined that a large number of diesel pumps are either not labeled or are labeled as
LSD fuel pumps. To ensure that new vehicles with sulfur-sensitive equipment can obtain ULSD
fuel and prevent violations of the ULSD Regulations, retailers and wholesale purchaser-
consumers should immediately take steps to make sure that their diesel pumps are properly
labeled and that they will not violate the downgrade limits by selling an excessive volume of
ULSD fuel from diesel pumps with LSD fuel labels.

Enforcement Process When A Pump Labeling Violation is Found

When EPA determines that a retailer or wholesale purchaser-consumer has violated the diesel
pump labeling or downgrading limits, the Agency may commence an enforcement action,
including the collection of a civil penalty, against the person who O\\lns,leases, operates, controls
or supervises the facility where the violation was found. EPA may assess a civil penalty of up to
$32,500 per day for each labeling or downgrading violation, plus the economic benefit or savings
resulting from the violations.

2Retailers or wholesale purchaser-consumers who continuously sell or dispense only ULSD
from a properly labeled ULSD fllel pump throughout the compliance period are exempt from the

20% downgrade restriction.



4

Examples of Diesel Pump Labels

ULSD Pumps: Label required for pumps used to dispense ultra low sulfur diesel fuel (ULSD)
(diesel fuel subject to the 15 parts per million (ppm) sulfur standard):

Required for use in all model year
2007 and later highway diesel

vehicles and engines.

Recommended for use in all diesel

vehicles and engines. J .~ !)

LSD Pumps: Label required for pumps used to dispense low sulfur diesel fuel (LSD) (diesel fuel
subject to the 500 ppm sulfur standard):

WARNING
Federal law prohibits use in model

year 2007 and later highway
vehicles and engines.

Its use may damage these vehicles
and engines.
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Non-Highway Diesel Fuel Pumps: Label required for pumps used to dispense diesel fuel for
use in non-motor vehicle equipment:

WARNING
Federal law prohibits use in
highway vehicles or engines.

Its use may damage these vehicles
and engines.
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UNITED STATES ENVIRONMENTAL PROTECTIONAGENCY

WASHINGTON, D.C. 20460
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ENFORCEMENT AND

COMPLIANCE ASSURANCE

Ultra-Low Sulfur Diesel Fuel

Labeling and Downgrading

-Fact Sheet-

The transition to Ultra-Low Sulfur Diesel fuel (ULSD) at retail outlets and fleet
fueling (wholesale purchaser-consumer) facilities is proceeding. In December
2006, refiners are producing about 90 percent of their highway diesel fuel as
ULSD, yet fewer than half of retail stations selling diesel fuel currently have
pumps labeled as dispensing ULSD.

With certain limited exceptions, ULSD a distributor receives from a terminal must
continue to be .designated as ULSD when it is transferred to a retailer or
wholesale purchaser-consumer, and a retailer or wholesale purchaser-consumer
is required to sell or dispense diesel fuel they receive as ULSD from a pump
labeled as dispensing ULSD.

Distributors, retailers and wholesalepurchaser-consumers thatfail to comply
with the ULSD are subject topenalties under the CleanAir Act.

This Fact Sheet describes the requirements to transfer, and sell or dispense
ULSD, and explains the potential consequences of failing to comply with these
important regulations.

The Clean Highway Diesel Program

The clean highway dieselprogram is the u.s. EnvironmentalProtectionAgency's (EPA)most
ambitious strategy to date to reduce emissionsfrom dieselvehicles. This program pairs engine
technology and fuel changes to significantlyreduce dieselvehiclepollution. Under this program,
new diesel engines (modelyear 2007 and later)will be equippedwith sulfur-sensitiveemissions
control technologies that will require diesel fuel with significantlyreduced sulfur levels to function
properly. The maximum sulfur content ofULSD is 15parts per million (ppm), in order for it to be
compatiblewith these new diesel engines.Where inappropriatefuels are used in diesel engines, the

(January 9, 2007)

Intemet Address (URL). http://www.epa.gov
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emissions of harmful gases can increasesignificantlyand the emissioncontrol equipmentcan be
permanentlydamaged.

Refiners are Producing ULSD, But a Significant Portion is Not Reaching the Market

Beginning on June 1, 2006, a minimumof 80percent of the highway diesel fuelproduced by a
refiner or importedby an importermust be ULSD. In December2006, about 90 percent of the
highway diesel fuelproduced since June 2006 has been ULSD,which more that meets the
requirementto produce ULSD. In addition,data as of December2006 from a nationwidesurvey of
ULSD being sold at retail stations since October 15,2006 shows an average sulfur content of
5.8 ppm for the 98 percent of stationsthat meet the 15ppm ULSD sulfur standard. It is apparent
that refiners, importers,pipelines, terminalsand truckingcompanieshave been very successfulin
producing and bringing to market diesel fuel that meets the 15ppm ULSD sulfur standard.

However, survey data shows that as of December2006, fewer than half of the retail stationsthat sell
diesel fuel have pumps labeledas ULSD. This missing ULSD is being sold from pumps that are
labeledLSD after having been reclassifiedas LSD by the distributoror retailer, or the ULSD is
being sold from pumps that are not labeledat all to identifythe categoryof diesel fuel being
dispensed.

ReclassificationofULSD as LSD can be a violationof the ULSDregulations,as discussed below.
In addition, selling or dispensingdiesel fuel from an unlabeledpump always is a violation of the
ULSD regulations.

Requirement to Transfer and Sell or Dispense ULSD

The ULSD regulations generallyrequire that ULSDtransferredin the distributionsystem must
maintain the ULSD classification. There is a limited opportunityto reclassifyULSD as LSD, called
"downgrading" ofULSD, if, for example,the ULSD becomescontaminated. This downgrading
option is limitedto 20 percent of the ULSDvolume receivedby a distributor,retailer or wholesale
purchaser-consumer.I However,as describedabove,surveydata indicatesthat significantlymore
than 20 percent of the ULSD being produced is being downgraded. This could result in penalties
for the distributors,wholesalepurchaser-consumersor retailers that violate the 20 percent
downgrade limitation.

Incomplete or Confusing Product Transfer Documents Can Cause Downgrading

The ULSD regulations require that each transferof ULSDbe accompaniedby documents(product
transfer documents)that identifythe product being transferredas ULSD. This applies to transfers
from a terminal to a truck distributor,and transfers fromthe truck distributorto a retailer or

I The first averagingperiod for the downgradinglimitation is October 15,2006, through
May 31, 2007.
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wholesalepurchaser-consumer. However, informationobtainedby EPA shows old or confusing
product transfer documentsare causingunintendeddowngradesofULSD.

For example, some product transfer documentsidentifythe product as being both ULSD and LSD,
which would cause confusionabout which product is being transferred. Another example is a truck
distributorusing old pre-printedproduct transfer documentsthat do not include a categoryfor
ULSD, so that all diesel fuel is classifiedas LSD even when ULSDwas obtained at the terminal. In
both of these examples, if the distributor is downgradingULSDto LSD, it must keep track of these
downgradesto make sure that it does not violate its 20 percent limitationon downgrading.

Terminal operators should immediatelyensure their product transfer documents clearlyand
unambiguously identifyULSD they distribute. Truck distributorsshould immediatelyensure that
all ULSD received from a terminal is clearly identifiedas ULSD on the product transfer documents
provided to the retailer, unless the diesel fuel does not meet ULSD standards.

Retailer Pump Labeling Can Cause Downgrading

Current survey data shows that about 40 percent of retail dieselpumps are labeled as dispensing
LSD, even though the diesel fuelbeing dispensedfrom most of these pumps meets the ULSD sulfur
standard. A retailer downgradesULSD if it receivesdiesel fuel identified in product transfer
documents as ULSD and sells this fuel from a pump labeledas dispensingLSD. Sucha retailer
risks violating the 20 percent limitationon downgrading.

Enforcement of Violations of the ULSD Transfer and Sales Requirements

When EPA determinesthat a distributor,retailer or wholesalepurchaser-consumerhas violatedthe
diesel requirementsin any way (e.g., exceededits 20 percent downgradingallowance),the Agency
may commencean enforcementaction. EPA may require a regulatedparty to supply documents
that demonstratethe volume ofULSD the party has downgradedto determinecompliancewith the
20 percent downgradinglimitation. EPA may assessa civilpenalty of up to $32,500per day if a
distributor, retailer or wholesalepurchaser-consumerdowngradedmore than 20 percent of the
ULSD it received.

*******************

Informationon the ULSD program and requirementscan be found at www.clean-diesel.organd
www.epa.gov/cleandiesel/comphelp.htm


